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(xiv) A summary of the total dura-
tion of CPMS downtime during the 
semiannual reporting period and the 
total duration of CPMS downtime as a 
percent of the total affected source op-
erating time during that semiannual 
reporting period. 

(xv) A description of any changes in 
the CPMS, coating operation, emission 
capture system, or add-on control de-
vice since the last semiannual report-
ing period. 

(xvi) For each deviation from the 
work practice standards, a description 
of the deviation; the date and time pe-
riod of the deviation; and the actions 
you took to correct the deviation. 

(xvii) A statement of the cause of 
each deviation. 

(b) Performance test reports. If you use 
the emission rate with add-on controls 
option, you must submit reports of per-
formance test results for emission cap-
ture systems and add-on control de-
vices no later than 60 days after com-
pleting the tests as specified in 
§ 63.10(d)(2). 

(c) Startup, shutdown, and malfunction 
reports. If you used the emission rate 
with add-on controls option and you 
had a startup, shutdown, or malfunc-
tion during the semiannual reporting 
period, you must submit the reports 
specified in paragraphs (c)(1) and (2) of 
this section. 

(1) If your actions were consistent 
with your SSMP, you must include the 
information specified in § 63.10(d)(5) in 
the semiannual compliance report re-
quired by paragraph (a) of this section. 

(2) If your actions were not con-
sistent with your SSMP, you must sub-
mit an immediate startup, shutdown, 
and malfunction report as described in 
paragraphs (c)(2)(i) and (ii) of this sec-
tion. 

(i) You must describe the actions 
taken during the event in a report de-
livered by facsimile, telephone, or 
other means to the Administrator 
within 2 working days after starting 
actions that are inconsistent with the 
plan. 

(ii) You must submit a letter to the 
Administrator within 7 working days 
after the end of the event, unless you 
have made alternative arrangements 
with the Administrator as specified in 
§ 63.10(d)(5)(ii). The letter must contain 

the information specified in 
§ 63.10(d)(5)(ii). 

§ 63.4930 What records must I keep? 
You must collect and keep records of 

the data and information specified in 
this section. Failure to collect and 
keep these records is a deviation from 
the applicable standard. 

(a) A copy of each notification and 
report that you submitted to comply 
with this subpart, and the documenta-
tion supporting each notification and 
report. 

(b) A current copy of information 
provided by materials suppliers or 
manufacturers. This would include 
records pertaining to the design and 
manufacturer’s specifications for the 
life of the add-on control equipment. It 
would also include information such as 
manufacturer’s formulation data for 
the materials used, or test data used to 
determine the mass fraction of organic 
HAP and density for each coating, 
thinner, and cleaning material and the 
volume fraction of coating solids for 
each coating. If you conducted testing 
to determine mass fraction of organic 
HAP, density, or volume fraction of 
coating solids, you must keep a copy of 
the complete test report. If you use in-
formation provided to you by the man-
ufacturer or supplier of the material 
that was based on testing, you must 
keep the summary sheet of results pro-
vided to you by the manufacturer or 
supplier. You are not required to ob-
tain the test report or other supporting 
documentation from the manufacturer 
or supplier. 

(c) For each compliance period, the 
records specified in paragraphs (c)(1) 
through (4) of this section. 

(1) A record of the coating operations 
at which you used each compliance op-
tion and the time periods (beginning 
and ending dates and times) you used 
each option. 

(2) For the compliant material op-
tion, a record of the calculation of the 
organic HAP content for each coating, 
using Equation 2 of § 63.4941. 

(3) For the emission rate without 
add-on controls option, a record of the 
calculation of the total mass of organic 
HAP emissions for the coatings, thin-
ners, and cleaning materials used dur-
ing each compliance period, using 
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Equation 1 of § 63.4951 and, if applica-
ble, the calculation used to determine 
the total mass of organic HAP in waste 
materials sent or designated for ship-
ment to a hazardous waste TSDF for 
treatment or disposal during each com-
pliance period, according to 
§ 63.4951(e)(4); the calculation of the 
total volume of coating solids used dur-
ing each compliance period, using 
Equation 2 of § 63.4951; and the calcula-
tion of the organic HAP emission rate 
for each compliance period, using 
Equation 3 of § 63.4951. 

(4) For the emission rate with add-on 
controls option, records of the calcula-
tions specified in paragraphs (c)(4)(i) 
through (iv) of this section. 

(i) The calculation of the total mass 
of organic HAP emissions for the coat-
ings, thinners, and cleaning materials 
used during each compliance period, 
using Equation 1 of § 63.4951 and, if ap-
plicable, the calculation used to deter-
mine the total mass of organic HAP in 
waste materials sent or designated for 
shipment to a hazardous waste TSDF 
for treatment or disposal during each 
compliance period, according to 
§ 63.4951(e)(4); 

(ii) The calculation of the total vol-
ume of coating solids used during each 
compliance period, using Equation 2 of 
§ 63.4951; 

(iii) The calculation of the mass of 
organic HAP emission reduction by 
emission capture systems and add-on 
control devices, using Equation 1 of 
§ 63.4961, and the calculation of the 
mass of organic HAP emission reduc-
tion for the coating operation con-
trolled by a solvent recovery system 
during the compliance period, using 
Equation 3 of § 63.4961, as applicable; 

(iv) The calculation of the organic 
HAP emission rate for each compliance 
period, using Equation 4 of § 63.4961. 

(d) A record of the name and volume 
of each coating, thinner, and cleaning 
material used during each compliance 
period. 

(e) A record of the mass fraction of 
organic HAP for each coating, thinner, 
and cleaning material used during each 
compliance period. 

(f) A record of the volume fraction of 
coating solids for each coating used 
during each compliance period. 

(g) If a determination of density is 
required by the compliance option(s) 
you used to demonstrate compliance 
with the emission limit, a record of the 
density for each coating used during 
each compliance period; and, if you use 
either the emission rate without add- 
on controls or the emission rate with 
add-on controls compliance option, the 
density for each thinner and cleaning 
material used during each compliance 
period. 

(h) If you use an allowance in Equa-
tion 1 of § 63.4951 for organic HAP con-
tained in waste materials sent to or 
designated for shipment to a TSDF ac-
cording to § 63.4951(e)(4), you must keep 
records of the information specified in 
paragraphs (h)(1) through (3) of this 
section. 

(1) The name and address of each 
TSDF to which you sent waste mate-
rials for which you use an allowance in 
Equation 1 of § 63.4951, a statement of 
which subparts under 40 CFR parts 262, 
264, 265, and 266 apply to the facility, 
and the date of each shipment. 

(2) Identification of the coating oper-
ations producing waste materials in-
cluded in each shipment and the month 
or months in which you used the allow-
ance for these materials in Equation 1 
of § 63.4951. 

(3) The methodology used in accord-
ance with § 63.4951(e)(4) to determine 
the total amount of waste materials 
sent to or the amount collected, stored, 
and designated for transport to a TSDF 
each month; and the methodology to 
determine the mass of organic HAP 
contained in these waste materials. 
This must include the sources for all 
data used in the determination, meth-
ods used to generate the data, fre-
quency of testing or monitoring, and 
supporting calculations and docu-
mentation, including the waste mani-
fest for each shipment. 

(i) [Reserved] 
(j) You must keep records of the date, 

time, and duration of each deviation. 
(k) If you use the emission rate with 

add-on controls option, you must keep 
the records specified in paragraphs 
(k)(1) through (8) of this section. 

(1) For each deviation, a record of 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function. 
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(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) The records required to show con-
tinuous compliance with each oper-
ating limit specified in Table 1 to this 
subpart that applies to you. 

(4) For each capture system that is a 
PTE, the data and documentation you 
used to support a determination that 
the capture system meets the criteria 
in Method 204 of appendix M to 40 CFR 
part 51 for a PTE and has a capture ef-
ficiency of 100 percent, as specified in 
§ 63.4964(a). 

(5) For each capture system that is 
not a PTE, the data and documenta-
tion you used to determine capture ef-
ficiency according to the requirements 
specified in §§ 63.4963 and 63.4964(b) 
through (e), including the records spec-
ified in paragraphs (k)(5)(i) through 
(iii) of this section that apply to you. 

(i) Records for a liquid-to-uncaptured- 
gas protocol using a temporary total en-
closure or building enclosure. Records of 
the mass of total volatile hydrocarbon 
(TVH) as measured by Method 204A or 
F of appendix M to 40 CFR part 51 for 
each material used in the coating oper-
ation, and the total TVH for all mate-
rials used, during each capture effi-
ciency test run, including a copy of the 
test report. Records of the mass of 
TVH emissions not captured by the 
capture system that exited the tem-
porary total enclosure or building en-
closure during each capture efficiency 
test run, as measured by Method 204D 
or E of appendix M to 40 CFR part 51, 
including a copy of the test report. 
Records documenting that the enclo-
sure used for the capture efficiency 
test met the criteria in Method 204 of 
appendix M to 40 CFR part 51 for either 
a temporary total enclosure or a build-
ing enclosure. 

(ii) Records for a gas-to-gas protocol 
using a temporary total enclosure or a 
building enclosure. Records of the mass 
of TVH emissions captured by the 
emission capture system as measured 
by Method 204B or C of appendix M to 
40 CFR part 51 at the inlet to the add- 
on control device, including a copy of 
the test report. Records of the mass of 
TVH emissions not captured by the 
capture system that exited the tem-
porary total enclosure or building en-

closure during each capture efficiency 
test run, as measured by Method 204D 
or E of appendix M to 40 CFR part 51, 
including a copy of the test report. 
Records documenting that the enclo-
sure used for the capture efficiency 
test met the criteria in Method 204 of 
appendix M to 40 CFR part 51 for either 
a temporary total enclosure or a build-
ing enclosure. 

(iii) Records for an alternative protocol. 
Records needed to document a capture 
efficiency determination using an al-
ternative method or protocol as speci-
fied in § 63.4964(e), if applicable. 

(6) The records specified in para-
graphs (k)(6)(i) and (ii) of this section 
for each add-on control device organic 
HAP destruction or removal efficiency 
determination as specified in § 63.4965. 

(i) Records of each add-on control de-
vice performance test conducted ac-
cording to §§ 63.4963 and 63.4965. 

(ii) Records of the coating operation 
conditions during the add-on control 
device performance test showing that 
the performance test was conducted 
under representative operating condi-
tions. 

(7) Records of the data and calcula-
tions you used to establish the emis-
sion capture and add-on control device 
operating limits as specified in § 63.4966 
and to document compliance with the 
operating limits as specified in Table 1 
to this subpart. 

(8) A record of the work practice plan 
required by § 63.4893 and documentation 
that you are implementing the plan on 
a continuous basis. 

§ 63.4931 In what form and for how 
long must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). Where appropriate, the 
records may be maintained as elec-
tronic spreadsheets or as a database. 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on-site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
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